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FEDERCHEMICALS                              TECHNICAL 

                                                                                                          

INFORMATION 

 

CTF-40 
 

PROTECTIVE OIL-WATER REPELLENT FOR: TERRACOTTA,  NATURAL 

STONE, KLINKER, CEMENT,PORCELAIN STONEWARE, CONGLOMERATES

 
 

APPLICATIONS 
 

CTF-40 is an oil-water repellent 

based on halogenated polyfluoride 

resins with high chemical inertia 

mixed with organic solvents for the 

protection of medium and high 

absorbency building materials: 

NATURAL STONE, TERRA-

COTTA, CEMENT, CON-CRETE, 

LIMESTONE, AG-

GLOMERATES, KLINKER,  

MARBLE, GRANITE, ETC. 

CTF-40 ensures a high degree of 

protection, is mark proof, and 

prevents general oil and dirt from 

sticking. 

It protects against smearing and 

graffiti by blocking the penetration 

of paints, making cleaning off easy. 

When CTF-40 is used on surfaces 

previously treated with 

PRIMALAS/92, LITHOS or 

IDROSILAN it confers maxi-mum 

protection as the products cited 

above protect against marks from 

rising damp, drop marks, pollution 

and acid rain. 

Floors and materials treated with 

CTF-40 can be cleaned using 

normal neutral detergents. 

 

USEFUL ADVICE 
 

Test an inconspicuous area first to 

ascertain any change in colour of the 

materials to be treated. 

 

HOW TO USE 

 

Apply CTF-40 to perfectly clean, 

dry, cold surfaces not exposed to 

sunlight and not during the hottest 

hours of the day, using a brush or 

better still with low pressure 

sprinklers with a 0.5 mm. nozzle  or 

airless spray gun at a distance of 

around 20 cm from the surface. 

 

 

 

 

 

Any excess CTF-40 can be removed 

using a clean white cloth moistened 

with the product itself  or a brush 

equipped with a soft disk. 

We suggest repeating the application 

of CTF-40 two to three hours after 

the first coat. 

When used outdoors, wait until rain is 

not forecast for 12 hours. 

6 to 8 hours later the finish treatment 

can be performed using a solvent-

based product such as LUX (paste 

wax) for indoors surfaces. 

24 to 36 hours later the finish treatment 

can be performed applying a water-

based wax-resinous product such as 

FEDERCOTT/C and COVER 

(indoors) and  FEDERCOTT/CA for 

semi- covered outdoor areas. 

 

WARNINGS 

 
- Cover windows and surrounding 

vegetation with plastic sheets 

during application 

 

- Air the room during use, keep 

away from heat sources, flames 

and sparks. Switch off engines 

nearby. 

- Do not inhale the fumes. 

- Wear a mask, gloves and boots 

suitable for solvents. 

- Do not smoke. 

- Keep out of reach of children. 

- Avoid contact with the eyes. 

Should the product come into 

contact with the eyes, wash with 

abundant water and consult a 

doctor. 

The product contains ethyl acetates. 

R11: Highly flammable 

 

 

YIELD 
 

7-10 litres CTF-40 every 100 m² and 

coat, depending on the absorbency of 

the materials. 

 

PACKAGING 
 

1-lt-bottle    - 12/24 pcs to a carton. 

5-lt-can        -       6 pcs to a carton 

10-lt-can      -       2 pcs to a carton 

25-lt-can  

 

LIMITS OF 

RESPONSIBILITY: 

 

We decline all responsibility for 

work and damage which may 

result from improper or erroneous 

use of the product. The 

indications we give on the 

characteristics of the product and 

the instructions on how to use, are 

the results of in depth laboratory 

and field tests. However, when 

the products are used and  as the 

possibility of providing other 

elements on which to summon 

judgement does not exist, these 

indications must not be 

considered as binding and 

therefore do not constitute formal 

guarantee.  Federchemicals S.r.l. 

declines all responsibility 

regarding the suitability of the 

product for each particular 

application. It is in fact the task 

and responsibility of the user to 

check if the product described is 

appropriate for the use to which it 

is destined, and to carry out all 

the required preliminary tests. 

This product must be preserved, 

handled and used according to the 

sanitary and safety regulations 

and good industrial practice and 

in compliance with the law 

provisions in force. 


